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           Western Red Cedar
1) “RIVIERA” - Standard Louvred Panel :67 x 38 mm stile/rail
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General spec : “RIVIERA” - Standard Louvred Panel : 67 x 38 mm stile/rail
	Panel edges
	3mm Rounded for all edges

	Tolerance for width & height
	±2mm

	Gap between louvers
	Default: 10±3mm; Optional: 0±3mm

	Maximum deviation of mid rail location
	±25mm

	Gloss level
	70±5 degrees


Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm
With mid rail: 3500mm


When require center stile/mid rail: 
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Western Red Cedar
2)“LOMBARDY” - Classic Louvred Panel:67 x 38 mm stile/rail
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General spec : “LOMBARDY” - Classic louvred Panel : 67 x 38 mm stile/rail
	Panel edges
	3mm Rounded for all edges

	Maximum deviation of mid rail location
	±32mm

	Gap between louvers
	Default: 10±3mm; Optional: 0±3mm

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm

With mid rail: 3500mm
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Western Red Cedar
3)“BAVARIA” - Raw Louvered panel : 67 x 45 mm stile/rail
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General spec : “BAVARIA” - Raw Louvered Panel : 67 x 45 mm stile/rail
	Panel edges
	All edges are square

	Maximum deviation of mid rail location
	±47mm

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm

With mid rail: 3500mm


When require center stile/mid rail: 
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 Western Red Cedar
4) “PROVENCE” - Venster Panel : 110 x 22 mm frame
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Optional: 136mm

Special optional: 186mm


 - General spec : “PROVENCE” - Venster Panel : 110 x 22 mm frame
	Panel edges
	All edges are square

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


- Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	300mm
	800mm

	Height
	500mm
	Without mid rail: 1800mm

With mid rail: 2800mm


Western Red Cedar
5)“BRITTANY” - Flat Panel                       6) “LORRAINE” – Flat Panel
                                 67 x 38 mm stile/rail
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- General spec : “BRITTANY AND “LORRAINE”  - Flat Panel
	Panel edges
	All edges are rounded

	Profile on stile/rail
	Default is no profile, option is with profile

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


- Panel Size Limitation
	　
	Minimum
	Maximum

	Width
	300mm
	800mm

	Height
	500mm
	Without mid rail: 1800mm

With mid rail: 2800mm


Western Red Cedar

7)“TUSCANY” - Embossed Panel  : 67 x 38 mm stile/rail
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- General spec : “TUSCANY” - Embossed Panel
	Panel edges
	All edges are rounded

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


- Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	300mm
	800mm

	Height
	500mm
	Without mid rail: 1800mm

With mid rail: 2800mm


Western Red Cedar
8)“ALGARVE”  -  Standard Louvred Panel – 67 x 32 mm stile/rail
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General Specifications : ALGARVE
	Panel edges
	3mm Rounded for all edges

	Maximum deviation of mid rail location
	±32mm

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm

With mid rail: 3500mm
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Western Red Cedar
9) FINISTÈRE (VF-panel) 67 x 32 mm Stile , for folding shutters
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General Specifications : FINISTÈRE

	Panel edges
	3mm Rounded for all edges

	Maximum deviation of mid rail location
	±32mm

	Tolerance for width & height
	±2mm

	Gloss level
	70±5degrees


Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm

With mid rail: 3500mm
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Western Red Cedar
10) SPYPANEL  , 67 x 32 mm stile
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SIBERIAN LARCH SHUTTERS -8 MODELS
-
1) TRENTINO -Standard Louvred Panel-67 X 32 MM STILE/RAIL
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Siberian Larch

2)  LOIRE   - VA panel-  67 X 32 MM STILE/RAIL
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Siberian Larch
3) Piemont (VF panel)  67 x 32 mm stile/rail
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Siberian Larch
4)  Andalucia (VFP panel)
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General spec for panels with 67 x 32mm stile/rail
	Panel edges
	all edges are rounded

	Stile/Rail Joint
	Mortise & Tenon

	Gap between louvers
(Trentino type only)
	Default: 10mm±3mm

	
	Optional: 0mm±3mm 

	Tolerance for width & height
	±2mm

	Maximum deviation of mid rail location
	±25mm

	Gloss level
	40±5 degrees


Panel Size Limitation
	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm

With mid rail: 3500mm


 SIBERIAN LARCH SHUTTERS   ongoing headrail      
                              ( German Specification )
1) Munich – 90 x 32 mm stile/rail
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Siberian Larch
2)  Munich + Embossed (32mm x 90mm stile & rail)
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Siberian Larch

3) Hamburg: (32mm x 90mm stile & rail)
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Siberian Larch
4)  Cologne: (32mm x 90mm stile & rail)
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General spec for panels with ongoing headrail and 90 x 32 mm stile/rail

	Panel edges
	 all edges are rounded

	Stile/Rail Joint
	Laminated stiles/rails , Mortise & Tenon  joint


	Gap between louvers
	Default: 10mm±3mm

	
	Optional: 0mm±3mm 

	Tolerance for width & height
	±2mm

	Maximum deviation of mid rail location
	±25mm

	Gloss level
	40±5 degrees


Panel Size Limitation

	　
	Minimum
	Maximum

	Width
	240mm
	Without center stile: 900mm
With center stile: 1800mm

	Height
	500mm
	Without mid rail: 2250mm
With mid rail: 3500mm


OPTIONS : 

    Astragal: 

When require astragal to cover the uneven gap between panels, the astragal will be place like the following: (Not available for “BAVARIA” Panel)
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When attach to Venster panel, it can be specified on the “laths” or on the “frame”. 
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Detail of attaching astragal to stile: 
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Optional Stile/Rail: for 38mm panels

(Except BAVARIA) , 38mm x 90mm and 38mm x 120mm stile/rail are available as optional stile/rail. 
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Optional Stile/Rail: for 32 mm panels
32mm x 90mm
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 Specialty Shape Options: 
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Cross section of Depth Arch:
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Notch underneath louvered panels: 
Measures may vary depending on Hardware .
For sliding door application, a 24mm x 23.4mm notch underneath the panel is required. 

This option is only available for louvered panels, refer to the following drawings. 
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None see-through Option (0mm gap between louvers):
See specifications per panel 
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Mid rail location 
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Extended Stile for 38mm models
Available for Classic louver panel and Raw louver panel. 

Note: mid rail location will be measured from the end of extended stile. 
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FINISHES : 

- UNFINISHED: no coating (not available for PROVENCE, BRITTANY, LORRAINE AND TUSCANY)
- PRIMED
- OIL STAIN: (not available for PROVENCE, BRITTANY, LORRAINE AND TUSCANY)
Oil Stain Colours :
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- SOLID PAINT FINISH : Available for all types.
STANDARD COLOUR RANGE

	Fabrik
	code
	colour

	Evert Koning 
	EK 2031
	Green

	Herfst & Helder
	H&H 1848
	Green

	Herfst & Helder
	H&H 1851
	Green

	Sikkens
	L0.20.15
	green

	Sikkens
	N0.15.10
	green

	Sikkens
	Q0.05.10
	green

	Ral
	Ral 5004
	blue

	Ral
	Ral 5011
	blue

	Ral
	Ral 6009
	Green(Finished & Primed)

	Ral
	Ral 6012
	green

	Ral
	Ral 7016
	grey

	Ral
	Ral 7021
	grey

	Ral
	Ral 9001
	white

	Ral
	Ral 9005
	black

	Ral 
	Ral 9010
	White(Finished & Primed)

	Ral
	Ral 7031
	Grey(Primed only)


 

STANDARD COLOUR RANGE FRANCE

	Ral                                                                         
	RAL 9001
	Crème white

	Ral                                                    
	RAL 7035
	Light grey

	Ral                                                    
	RAL 7002
	Olive grey

	Ral                                                    
	RAL 6021
	Pale green

	Ral                                                    
	RAL 5024
	Bleu pastel


STANDARD COLOUR RANGE GERMANY
	RAL
	RAL 6005
	Green

	RAL
	RAL 3004
	Red

	RAL
	RAL 5008
	Bleu


Panel Configuration:
· Combined panels are available
Materials: 
                   -WRC (Western Red Cedar)
                  - SL ( Siberian Larch)
Recommended Hardware :

· Powder coated stainless steel
Warranty: 

     -Color fastness: 3 years warranty for oil stain and paint. 

-Structure: 3 years. 
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Mid rail location is always measured from the bottom of panel to center of the mid rail. Refer to the drawing on right. 
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